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The User's Guide included in this option package was originally written
for an option which contained both the DVD-ROM drive and an MPEG
card . Because of this, the list of included items in the User's Guide is
incorrect for your option. This supplement will give you the correct list
of items included in your option package, and will direct you to the
parts of the User's Guide which apply to your option.

This option package includes:

The IBM 6X Internal IDE DVD-ROM Drive
Four mounting screws (M3 x 5 mm, slotted)
One IDE cable for connecting two IDE devices
One faceplate for use with certain systems
Two internal audio cables
IBM 6X DVD-ROM Internal IDE Option Kit User’s Guide

If you are installing both the IBM 6X DVD-ROM Drive Option and the
MPEG-2 Video Card Option, follow the instructions in theIBM 6X
DVD-ROM Internal IDE Option Kit User’s Guideas they are written.

If you are going to install an MPEG-2 video card at some other time,
follow the amended instructions below.

Amendments to instructions in User's Guide

1. Read the introductory information in Part 1.

2. In the section of Part 1 called “Installing the drive”, follow the first
five steps; then skip step 6.

3. Follow the instructions in step 7.
4. If you have previously purchased an MPEG-2 card, you can follow

the instructions in step 8, using your card instead of the card
referred to in the instructions. Use the internal audio cables to
connect the DVD-ROM drive to your MPEG-2 card, and the
MPEG-2 card to your sound card.

5. If you don't own an MPEG-2 card, use the internal audio cable to
attach the DVD-ROM drive to the CD Audio In port on your sound
card.
Note:  Without an MPEG-2 video card you will not be able to

playback MPEG video files.
6. Make sure the DVD-ROM drive is correctly mounted in your

computer and the cables are all firmly attached. Follow the rest of
the instructions in step 9.

7. Follow the instructions in step 10.
8. Follow step 11 to update your configuration settings.
9. In step 12, read and follow the instructions in the section titled

“Installing the device driver for the DVD-ROM drive.”
10. Skip steps 13 through 15.
11. Read Part 2 for instructions on caring for your drive and

DVD-ROM discs.
12. Read Part 3, which contains general information which applies to

all options.
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