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Engineering Release Notice


OEM Name:




LSI

Component:



HyperCFG for Linux

Engineering Release Date:

May 19, 2003 

Engineer:




Srihari M.S

Products Supported:


MegaIDE ATA 133-2 and CSB6            

Released To:  
Parthipan K, Peter Jarret, Sherisse muse, Nicole Thomson, Anuj Jain

Version Numbers:

Component


Current Version

Previous Version
1. HyperCFG

3.2



3.1  COMMENTS  \* MERGEFORMAT 
Reason for Release

1. To Display the percentage Rebuild completed and the Remaining Size as the Rebuild progress, when GETSTATUS is invoked.

Bug Fixes

Bug Fix #1


Tracking #:
None


Customer:
None 

Symptom: 
When 11 is given as the adapter number, Error is not displayed. Fix:  

This has been fixed and Invalid Adapter Number will be reported.

How to validate: None
Enhancements

Enhancement #1

Tracking #:
None
Customer: 
None

Purpose: 
To Display the percentage Rebuild completed and the Remaining Size as the Rebuild progress when GETSTATUS is invoked.

Enhancement details:

1. If any of the Physical Drive is in Rebuilding state the corresponding logical Drive status will be displayed. The percentage completed and the remaining size will be updated every time the GETSTATUS command is invoked

2. If not ‘NONE’ will be displayed.

How to validate 

1. Set the Status of any physical drive to FAIL.

2. Run Rebuild for that Drive

3. Run the Hypercfg utility with getstatus command 

Known Restrictions

None

Known Bugs

None. 

Suggested Additional Areas to Test

None
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